
 

 

Available Variants 

• Pycnometer Bottle - Non ISI Marked 
• Pycnometer Bottle - ISI Marked 

Application 

• Used for determining the specific gravity and water absorption of fine aggregates (sand) in civil 

engineering laboratory testing. 

Compliance Standards 

• BS 812 

• BS 1377:2 

• ASTM D854 

• IS 2386 (Part-III, Method-III) 

Details 

• Glass jar With brass cone. 

• Has aluminum locking ring and rubber seal. 

• Capacity about: 2 lbs (1 Kgs) 

The following accessories are required for the test and available from us at an extra cost 

• Hot Air Oven 

• Electronic Weighing Balance 3 kg X 0.1 gm OR Buoyancy Balance 

• Water tight container - 2 Nos. 

• A Wide mouth Glass vessel of about 1.5 Ltr capacity with flat ground Lip and Ground Glass disc of 

Plate glass to cover it. 

• A G.I. Tray of 300 X 300 X 25mm 

• Hair Drier 

• Filter Paper 

• Funnel 

Variant Specifications 

Model / Type Specifications 

Pycnometer Bottle - Non ISI 

Marked 
• Compliance Standards: IS 2386 (Part-III, Method-III)/BS 812 



 

 

Model / Type Specifications 

Pycnometer Bottle - ISI 

Marked 

• Compliance Standards: BS 812, BS 1377:2, ASTM D854, IS 2386 

(Part-III, Method-III) 

 


