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VICAT NEEDLE APPARATUS-(MODIFIED FOR GYPSUM
TEST)-(IS 2542 (P-1), ASTM C472)

Compliance Standards:
IS 2542 (P-1), ASTM C472

Applications:
Is used to determine the volume of water required for mixing Gypsum Plaster When performing the setting time and compressive
strength test.

Apparatus Details:
Complete with following parts and accessories

1. Brass rod of 6.35 mm diameter to fit the vicat bracket.

2. Conical plunger, Aluminum cone with angle 53° 8 min, 45 mm height
3. Vicat mould 60/70 diameter x 40 mm

4. The total weight of the rod & plunger will be 35 grams.

5. Glass plate 110 x 110 x 3 mm

Technical Specification
*Overall Dimensions : 120 X180 X 320 (L X W X D) mm
*Weight (Approx.) : 3KG
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Corporate Office:

Calibration Laboratory:

A-1301, BVR Ek, Opp. Hotel Inder Residency, Survey No. 1098, Nr. Mahakali Temple, GSTTIN No. : 24AABCE4018L1ZU
Near Gujarat College, Ellisbridge, Opp. Primary School, Village Kubadthal, |T. PAN No. : AABCE 4018L
Ahmedabad-380 006. Tal-Daskroi, Ahmedabad-382 433. IEC No. : 0813026598 Dt. 04/03/2014

Phone : (079) 6621 1234 Phone: (079)-3520 8300 CIN No. : U29199GJ2004PTC045078
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